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Abstract

A pumber of solar energy conversion materials and coatings are con-
sidered stratified media. They are generally classified as graded—-index
media or layered media. With index coatings, two components (such as
air and Si0, or Cr and Cr20 ) are created in a non-linear fashion with
depth into the coating. By sgmple materials admixing, a coating is
formed with varying optical constants (n, k). Layered media generally
consist of interference films, films with thicknesses below the
wavelength of 1light, made of alternating dissimilar media such as a
dielectric and metal combination. This paper presents details of the
properties of stratified coatings. Coatings that serve as antireflec—
tion films, transparent optical insulation (silica aerogel), thermal
heat mirrors, or selective absorbers are also discussed. Both interfer—
ence and semiconductor types of heat mirrors are evaluated. Four types
of selective absorbers are also covered: dendritic optical trapping,
graded composite, metal/dielectric tandems, and optical interference
techniques. :
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Carl M. lLampert

.Ma:te.rials and Molecular Research Division and Energy and Environment
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Introduction

Stratified optical materials and coatings play an important role in improving the efficiency of solar
conversion processes. At present the best-known stratified media are multilayer and graded-index films.
Stratified media are used as heat mirrors, selective absorbers, antireflective films, and transparent insula-
tion. Graded-index films can be hamogenous materials, spatially oriented structures, or etched materials.
Such films and materials improve efficiency and allow for innovation in energy-efficient windows, passive and
active energy conversion, and photovoltaics. The horizons of invention can be expanded by considering new
materials, techniques, and concepts that can increase the efficiency of emergy utilization in buildings and
transform solar energy into heat, light and electrical power. The stability requirements for materials to
effectively collect and transmit solar energy are extremely demanding. This, carbined with the need for inex-
pensive production methods, creates a broad area for inmovative scientific research. We describe several
approaches and materials systems for two broad application categories: 1) low-conductance, high-transmittance
systems and 2) solar absorbers.

Low-Conductance, high-transmittance materials

Heat-mirror coatings

Heat-mirror coatings play a significant role as transparent insulation for architectural windows! and in
solar thermal?/3 and and photovoltaic conversion. In this work a heat mirror is defined as a ooating that is
predaminately transparent over the visible wavelengths (0.30 - 0.77 microns) and reflective in the infrared
(2.0 - 100 microns). Over the near-infrared (0.77 - 2.0 microns) the coating may exhibit cambined properties
depending on design or application. Figure 1 shows an idealized heat-mirror response superimposed on solar and
blackbody radiation spectra. Heat mirrors for windows derive their usefulness fram their low emittance (typi~
cally 0.05 - 0.2) or high reflectance in the infrared. The lower the emittance, the less the magnitude of
radiative transfer by the window. (The emittance of glass is Ep = 0.84; also, many plastics have high emit-
tance values.) In certain cases a double—glazed window with a heat-mirror coating applied to an inner surface
facing the air gap can perform thermally as well as a triple—glazed window.

Exarples of double~ and triple—glazed windows with heat mirrors are shown in Figure 2. One design depicts
a heat-mirror cocating on plastic. Deposition of heat mirrors on glass and plastic substrates is important.
One fits well into conventional glass coating processes; the other is a refined extension of the metallizing
process for plastics.

A heating-load heat mirror could also be used for solar thermal collectors as an alternmative to a selec-
#—tjve absorber. In this case, however, the heat mirror could be used with a ronselective absorber. One modif-
ication of this heat mirror is to shorten the transition or cut-off reflectance wavelength, as would be more
suitable for the higher operating temperatures of solar collectors. The results of using a heat-mirror coat-
ing on a double-glazed flat-plate collector are shown in Figure 3. Also shown for comparison is the effect of
using a selective absorber or antireflective coati.ng.4 These coatings will be discussed later.

Transparent conductors for heat mirrors can be physically vapor deposited (PWD) on glass and plastic sub-
strates by vacuum evaporative and sputtering techniques. Deposition on plastic tends to be more difficult
than on glass because of the poor temperature durability of plastic. Window glass, on the other hand, can
suffer from alkali-leaching reactions at elevated temperatures. Deposition methods, including chemical vapor
deposition (CVD) and thermal polycondensation of organametallics, have been limited mostly to glass. The ther-
mal and chemical stability of the substrate are significant in determining the proper deposition technique and
conditions. Operational thermal durability and stability of substrate and coating are mandatory for long-life
windows. Unfortunately, with heat-mirror coatings performance and durability commonly are inversely related.
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Figure 1. Spectrum of solar radiation (air mass 2) shown with three blackbody spectral distributions (-30°C,
40°c, 100°c). Superimposed is the idealized selective reflectance of a doped SnO, heat-mirror coating. The
transmission spectrum is essentially the inverse of the reflectance.

MULTIPLE GLAZING MID- GAP HEAT MIRROR
HEATING LOAD HEAT MIRROR
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Figure 2. Two multiple-glazed windows incorporating heat mirrors. Both configurations have properties of
high solar transmittance, low infrared emittance, and high infrared reflectance.
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Doped semiconductor films. Heat-mirror films can be placed in two categories: multilayer dielectric/metal
based films such as Al,O3/Ag, ZnS/Cu/znS, and TiO,/Ag/TiO, ; and single-layer semiconductors (highly doped)
such as In,05:8n and Sn0,:F. There is growing interest in both multilayer and semiconductor heat mirrors in
America, Europe, and Asia. Purther information on heat mirrors is contained in a mmber of works.l:3

Certain doped semiconductors exhibit high infrared reflectance due to the proper canbination of high
mobility (»>10 unz/v sec), carrier concentration (1020 to 10'23), effective mass, and lattice relaxation fre—
quency. Material science details are outlined elsevhere.> The best representative transparent semiconductors
are Sn0,:F, 8n0,:Sb, Iny,03:Sn, and Cd,8n0, . Characteristic spectral transmittance and reflectance are
presented in Figure 6 for same of the best laboratory-grade films on glass. The surface microstructure of a
5n0,:F film is shown in Figure 6b. The transmission of these films can be increased by etching microgrids in
the coatings.6 Techniques for depositing these coatings on polymeric substrates need to be improved. Table 1
lists the physical properties of selected doped semiconductor films. Detailed information on deposition pro-
cess is emmerated elsewhere.l’

Table 1. Semiconductor Heat Mirrors?

Material Sn0,1F Cd,Sno, In,05:5n In,04:5n €d,Sn0, /PET In,04/PET In,04:5n/PET
a
Deposition tech. Spray Hgdrn. RF Sputt. Spray Hydro. RF Sputt. REACT DC Sputt. REACT DC Sputt. REACT RF Sputt.
500~570°C Anneal 420°C etched & RF BIAS & RF BIAS
microgrid

Sheet Resist.

{ohm/eq) 4 26-43 15-20 3 24 3o <30
Thickness

{microns) 1.0 < 0.3 - 0.35 0.28 0.34 0.5
Mobility

{em*/v-gec) 37 - - - 3o 29 -
Carrier Densi%a

tem? x 10%9) 4.4 - 15 - 3.4 2.1 -
Tvis(ave) or (Ts) {0.75) {0.86) o ~0.9 {0.90,AM2) ~0.65 ~0.78 0.8
Ryp or (Eir) (0.15) {0.12, 77°%) 0.85 0.83, loum 0.7, 1lOum 0.7, 10um 0.8, 10um
Relerence 46 as 44 6 56 56 43

There are other pramising heat-mirror materials, including same of the rare earth oxides and borides,
transition metal nitrides and carbides, and selected ternary systems. Although little knowledge has been
obtained optically about these materials, they are known to exhibit Drude-like electrical conduction. Also,
graded refractive index and surface-textured heat-mirror coatings are yet to be developed. Compared with
current films, they show pramise of improved solar transmission.

Multilayer heat-mirror films. Metal films less than approximately 100 angstrams thick exhibit partial visible
ard solar transparency. Properly chosen dielectric coatings protect and partly antireflect the metal film in
the visible region, thereby increasing light transmission. When used to overcoat a metal, the dielectric film
must exhibit high infrared transmittance in order to preserve the infrared reflectance of the metal. Gen—
erally, further protection is required of the metal/dielectric films because they are quite thin and vulner-
able to atmospheric corrosion and abrasion. Determination of the appropriate dielectric type and thickness is
discussed elsewhere.’ Example systems! are polymer/M, Al,05/M, Si0,/M, Ti0,/M/TiO,, Zn0/M/ZnO, and ZnS/M/InS
where M is a metal such as Ag, Al, Au, Cr, Cu, Ni, or Ti. Additional designs include X/M and X/M/X where X is
an appropriate semiconductor or polymer. Infrared-transparent polymers of polyethlene, polyvinylidene
chloride, polyacrylonitrile, polypropylene, and polyvinyl fluoride might be used for this application. Their
broad wavelength tunability gives multilayer films an advantage over the doped semiconductors. Same proper-
ties of selected multilayer films on glass and plastic substrates are shown in Figures 4 and 5. Detailed data
on the properties of these films are shown in Table 2. Extensive data on D/M/D coatings are covered else-
where.! Improving the durability of multilayer films remains a critical research area for the materials scien~
tist.
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Figure 4. TiO,/Ag/TiO, coating on glass% and polyethylene terephthalate (PET).4!
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Table 2. Multilayer Heat-Mirror Pilmsd

Material R1,03/Ag TiO,/Au/PET T40,/Ag/TiO, TiO,/Rg/Ti0, zns/Ag/zns
Deposition Ion Beam e-Beam Evap, RF Sputter Chemical Dep. Vac. Evap.
tech. Bputt. & Chemical Dep. & Vac Evap.
Sheet Resist.
{ohm/sq) - 10 - - 10
Thickness .
(angstroms) - - 180/180/180 270/150/270 520/100/770
Tyiglave) or T, 0.47, 0.5um 0.80 0.84 ~0.75 0.68
Rip or (Ejp) 0.93, 2.5um 0.87 0.99, 10um 0.98, Sum (0.06)
Re’ference r 57 58 40 59 €0

High-transmittance antireflective films

Antireflective coatings, if the proper materials are used, can also serve as durable overcoating materi-
als. For photovoltaics, same polymeric and elastameric protective coatings can be effective antireflective
materials if the coating is thin enough, although protective coatings are generally used in thick~£ilm form.
Popular protective materials are silicones, fluorocarbons, halocarbons, and acrylic resins. One major need is
to develop a coating that serves both protective and antireflective functions. Some polymers having a low
refractive index (n) can antireflect glass (n = 1.5) and high-index plastics. Dispersions of fluorinated
ethylene propylene (n = 1.34) can be used for this purpose. Polyvinyl fluoride (n = 1.46) can be antire-
flected by dipping in acetophenon. Graded-index films present a versatile range of coatings having refractive
indices that are mot readily found. BAs cawpared to other films, fluorosilicic acid can give a graded-index,
antireflective coating8 to glass (see Figure 7). It primarily roughens the surface by etching out small pores
in nonsilica regions. 9 gilica films deposited from sodium silicate or oollodial silica can be used for
acrylic, polycarbonate, and several glasses. A treatment has been devised for polyethylene terephthalate
(polyester) and glass materials.10s 11 mhe coating is made from a steam-oxidized aluminum film; this process-
ing produces a needle-like structure of alumimm hydroxide [A10(OH)], as shown in Figure 8. A polyester film
treated in this fashion can serve in glazing applications where solar transmission mast be maximized (see Fig-
ure 9). Inorganic thin films have been used for a wide range of single- and multiple~interference coatings.
Compounds such as MgF,, CeO, CeF,, 8i0, sioz, and Ti()2 have been used in various cambinations for antireflec—
tion applications. In addition to the traditional PWD techniques, a number of oxides can be dip—coated onto
optical substrates. Ooatings of hot hydrolized metal alkoxides can be polycondensed, forming oxides of tran-
sition metals, refractory metals, and some rare earths.1? A similar technique known as the sol-gel process has
produced mixed Tioz—sioz antireflective films on silicon'> and black chrame. Diamond-like (i-carbon) tran-
sparent coatings have been used for antireflective films. They are formed fram plasma decamposition of hydro-
carbons and ion beam depositims.l4 Coatings of about n = 1.9 can be made which are suited to photovoltaics.

However, the absorption of i-carbon films must be reduced before they can be utilized for optical applica-
tions.

0.i10 T 1 T U] T T
B | —— Window Glass |
| ~———0CL! Solor HEA
0.08|— || —-—MgF,Le0,/LeF; LayersT
| 1 —====-MgF, _
3 \ ;T Fluosilicic Acid Etch
=z 0061— 4 -
g \ 11
5 = il _ i
— w i Z
| : v "
ll:l 004 "'-.,_\\\' Visible Infrared /—‘_—/ ]
x | R e i
\'\ ”—’j ......... o
002 v \\‘ ’r'[ T -
[ v'-. ,\—-J .-"" 7]
0 1 LA ) | } 1
0.2 0.5 I 2

WAVE LENGTH, microns
XBL 783- 4724

Figure 7. Reflectance for various antireflection treatments for glaas.2

—-6-



~
Transmittance

o e togv gl L L 1 (S
04 06 08 ! 2 4 6 8 o

Wavelength (pm)

XBL 826828
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(dashed line) of silica aerogel 4mm thick. 15

Solar absorbers

There are two categories of solar absarbers for collectors, selective and nonselective. The selective
absarber has optical properties that vary greatly fram one spectral region to another. The selective absorber
or selective surface efficiently captures solar energy in the high-intensity visible and the near-infrared
spectral regions while exhibiting poor infrared radiating properties. This characteristic is depicted in Fig-
ure 12. In contrast, a nonselective absorber such as ordinary black paint has a flat spectral response ard
loses much of its absorbed energy reradiation. The optimum characteristics of a solar absorber are high solar
absorptance and minimm emittance (or maximm reflectance) in the infrared. The exact transition wavelength
is- determined by the'chosen application, solar concentration, and operating temperatures. Examples of concen—
trating collector designs are shown in Figure 13. Solar selectivity can be obtained by a variety of methods,
including semiconductor/reflector tandems, composite coatings, maltilayer thin films, and optical trapping
surfaces. Also intrinsic materials and films with quantum size effects can exhibit wavelength selectivity.
Significant reviews have been written about solar absorbers, giving insight and detail beyond the scope of
this work.1020 A gelected group of solar selective absorbers is outlined in Table 3.
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Figure 12. Wavelength relationship between a characteristic black chrame solar selective surface in terms of
reflectance to that of solar energy (air mass 2) and blackbody spectra (100°C, 300°C).
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Figure 13. The effect of various ooatings on collection efficiency for a parabolic concentrating evacuated
collector operating at 315°C (600°F) with ambient temperature of 21°C (70°F). (a) Non-selective black coat—
ing. (b} Non-selective black coating with antireflection coatings. (c) Selective coatings. Notation: (R)
stands for net collection efficiency, (AR) change in collection efficiency over that of a standard black
absorber .39

Table 3. Properties of Selective Absorbers

3 Estimated
1 Deposition 5 Stability”{°c) Commercial 2.4
Absorber Type Tecgnlque Maturity _)\_5 E(°c) Cost (UBS/£t”)” Ref.
Copper Textured Sputter etch 1 +9-.95 .08-.11 300(air) 35
ss Textured Sputter etch 1 .9-.96 .22-.26 350(air) 35
Ni Textured Sputter etch 1 .9-.95 .0B-.11 250(air) 35
(27)
ZrB,/8i,N Intrinsic CVD 1 .93 .08~.09 500(air) 61
2 374
(102)
Cr-Cr 03 Graded Electro- 5 92~ .04-.06 400(air) coating:0.B5 50, 62,63
(black Composite plating .97 (100} f0il:l.50
chrome)
Cr—Ho-Cr203 Graded Co-electro- 1 96~ 400(air) > black 64
Composite plating .97 chrome
Ni—Alzoa/ Graded Anodic 5 .92- 1-.26 300{aix) 34
Al;03 Composite Oxidation .97 (65)
Zn—Zna Graded Anodic 1 .98 .18(100) <300(air) 65
Compoeite Oxidation
Cu,0-Cud- Composite/ Anodic 1 .95 -34(100) 130(air) .25 66
au Tandem Oxidation
NiO~Ni~Cr/ Graded Chemical 5 97~ 07-.1 250(air) foil:.80 27,29
Bicro, Composite Conversion .99 (100)
B8-C Graded Reactive 3 .94 J03-.1 300(vacuunm) .5 67
Composite Magnetron (100) 200(air)
— Sputtering ) . -
88-C {on Textured Reactive 3 .9 .04(67) 450 (vacuum) .5 68
rough sput- Composite Mag.Sput.
tered copper)
SS—SSOI/SSC)x Anti-Refl. Reactive 1 «89- .08(20) 150(air) 69
Composite Mag. Sput. «93
Cr-Al203 Graded Dual Source 1 .92 .09(203 69
Composite Mag. Sput.
Mo—HoOz/ Composite/ CVD 1 .91 .11(500) 500(vacuum) 70
si3u4 Intrinsic 300 (air)
Tellurium Textured Angled Vapor 1 .92 .03 71
Tandem Deposition
a--svi/s:‘L3u4 AR Tandem CVD - 1 .75 .08(500) 500(air) 72
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Table 3. Properties of Selective Absorbers cont'd.

3 Estimated
1 Deposition 2 stability” (°c) Commercial 24
Absorber Type Technique Maturity® A E(°C) Cost (US5/£t“)™ Ref.
Cu,S Tandem Chemical 1 .89 .25(100) 130 (air) .25 73
Spray Dep'n
Co0 ’  rextured Electropl'd Co: 1 .98 .2{100) 425(air) 74
Grd'd Tand. Heat Oxd'n
Co0-FeOy_ Textured  Electropl'd Co:l .9 .07(100)  300(air) 75
Co,0 Tandem Heat Oxd'n
374
Ge-CaF, Semicon.in Bputtering 1 65~ «0l-.1 76
a pielec. .72 (100)
Ge Textured Rf Sputt. 1 .98~ .58 77
Tandem Hzo2 etching .99
AMA (M=Cr) 3-layer Re .Mag.Sput. 3 .95 .12(20). 300(air) .2~.5 78
AMA (M=Ni) 3-layer Re.Mag.Sput. 3 .91 .08(20) 350(air) 2=.5 78
AMA (M=Ta) 3-layer Re .Mag.Sput. 3 .89 .12(20) 300(air) .2-.5 78
Proprietary 3-layer Elect.B. Evap. 3 .92-.96 .05-.08 250(air) foil:.7-.8 17
Al 03/Pt- 3-layer Rf Mag. SBput. 3 -91- .08~.1 »600(air) 1 78
170,/A1,0., Composite .93 (20) (on Cr)
273 273
Al 03/MQ-A1203 Composite Co evap. 1 .99 0.2(500) 750({vac) 79
fio 0.08(200)
arc_/2r Tandem RF Sputt. 3 .93 0.25 625 (vac) 28
Cr- rox Composite react. evap. 3 .9 0.05 175 28
on Al foil
Ni-C Composite Sputtering 1 .8 0.028-0.035 80
: (150)
NiN Tandem Sputtering 1 .B4 0.039 (150) 80

Hotes: 1 Absorber layers are separated by a/. Constituents of composite
aayers are separated by a -.
3 ?aturity of absorber coatings: 5 commercial, 3 development, 1 research.
'* Temperature stability and commercial cost for most absorbers are not well known.
Costs are in US § (1981).

Semiconductor/metal tandems

Semiconductors coated with metals provide camplementary functions as spectrally selective surfaces. The
semiconductor provides high absorptance in the high-energy solar region and becames transparent beyond its
absorption edge in the infrared. In the infrared, the underlying metal layer gives the tandem or metallic
reflectance as low emittance. A simple tandem is an oxidized metal. Usually, the natural thickness of an
oxide is not optimm or is not stable in operation. Many chemical conversion processes are used to oxidize
metals such as stainless steel, copper, and titanium. Other tandems can be made with deposits of oxides on a
variety of metals.? Examples are shown in Figure 14. High-temperature absorbers can also be designed such as
the Si/Ag absarber, which is stable to 500°¢.18 Tandem absorbers can be fabricated by simple chemical conver—
sion or electrochemical, CVD, and PW (sputtering and evaporation) processes. Camposite coatings can also be
used as the absorber portion of tandem absorbers.
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Figure 14. Reflectance of various tandem absorbers: ms/m?7, cwo/al, 0120/0-149. and Cd')x=Fe/Ni.46
|
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Electrodeposition of black nickel produces a very interesting structure. By changing plating parameters -
during deposition, layers of ZnS and NiS can be formed on top of a metallic substrate. This absorber shows a
carbination of tandem and multilayer interference. The reflectance for the two varieties is shown in Figure
17. Multilayer effects will be discussed later. It is important to note that sanetimes carbining effects in
a single absorber may make a superior, although more camplicated, design.
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Figure 17. Spectral reflectance for black nickel.3:4
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The Quantum Size Effects (Qsg)3° theory regarding tandem absorbers is of interest. QSE occurs in thin
films of metals, perhaps less than 10-100 angstrams for metal and 400 angstrams for degenerate semiconductors.
QSE relates the influence of the geometrical dimensions of the sample to the distribution of electron states.
This distribution can be optimized by size effects to interact strongly with incident electromagnetic radia-
tion. A carbination of a QSE material and a reflective metal layer can produce in a tandem absorber. QSE has
been experimentally verified for InSb/Al, and InSb/Ag.30

Two effective medium theories that can be used to describe composite solar absorbers are Maxwell-Garnett
Theory and Bruggerman 'Iheory.31'32

Multilayer absorbers

Multilayer thin films make excellent solar absorbers. Dielectric/metal/dielectric cambinations known as
interference stacks behave like selective filters for energy absorption. The desired operation of an
interference stack is to capture energy between metal-dielectric alternmations. Specific solar wavelengths are
absorbed by multiple reflections in the layers. Wavelengths that are not of the absorption, or tuning, fre-
quency of the miltilayer films are reflected. For solar energy absorption, a broadband filter is required.
Thin-film responses are shown in Figure 18. The disadvantage of most multilayer coatings is that they are
fairly expensive to fabricate compared to a single-layer coating. These coatings can also suffer fram inter-
diffusion and corrosion at elevated temperature and humidity. In spite of all this, stable multilayer coat~ -
ings exist, such as the Al,03/Mo/Al,0; d&slgn.33 The metal layer in these coatings is typically 50-100
angstrom thick, appearing semi-transparent to incoming radiation. The dielectric layers need not be intrinsi-
cally absorbing to solar radiation because this three-layer structure behaves as a resonant cavity tuned to a
band of solar wavelengths. A novel graded-layer coating has been devised by dc anodization of aluminum.34 The
coating is made by phosphoric acid anodization followed by an ac electrolysis of a nickel-pigmenting bath.
The structure of this coating consists of porous Al,O4 in which the lower portion of the pores is filled with
bundles of needle-shaped nickel particles. A thin Al,04 barrier layer protects the aluninum substrate.
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Figure 18. Reflectance for example miltilayer absorbers of the dielectric/metal type. Also included is the
-Abf203—m-}\1203 high-temperature absarber . 5> *

Optical trapping surfaces

It is possible to roughen surfaces so they will enhance absorption geametrically in one wavelength region
but appear smooth in another. This technique is possible because the wavelength of the high-energy solar
spectrim is distributed far enough away from the thermal infrared spectra. Materials can be grown as den-
drites or rough crystallites, or can be surface-roughened to form optical trapping surfaces as in Figure 19.
These dendritic materials do not require a high intrinsic absorption as they rely on multiple reflection and
partial absorption to give a large effective absarption. Materials such as NiAl,, W, Mo, Ni, Cu, Fe, Co, Mn,
Sb, and stainless steel have been grown as dendrites or textured by sputter etc‘m_ng 2,35,36 Texturing of sur-
‘faces is alsoanexcellentneﬂwdtonakeothertypesofabsorbersandmflectors, as has been done with great -
success with the Pb-A1203 canposite absorber. 37
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Figure 19. Schematic of dendritic absorber surface.? The dendrites are highly absorbing in the visible region
due to miltiple trapping. In the infrared (longer wavelength) they appear smooth.

Absorber paints

If a thermally resistant, property-stable paint could be developed which offered the solar selectivity of
black chrame at a low cost, the solar coating industry would be revolutionized. No highly selective paint yet
exists. 'There are a few that exhibit partial solar selectivity and are commercially available. Others, how-
ever, are still in the research stage. A nurber of nonselective paints are listed elsevwhere.? Three
approaches can be taken in designing a selective paint. One makes the paint ocoating very thin so that the
low-infrared emittance of the metal substrate dominates the infrared. Notice that a metal substrate is speci-
fied. For passive applications such as Trambe walls the substrate would probably be concrete or brick, in
which case this type of paint would not be selective. The major problem with thickness-sensitive paints is
that their binder material, usually a polymer, exhibits dominant infrared absorption bands. This absorption
increases the infrared emittance of the paint. To remedy this either a special polymer must be devised or an
inorganic system must be used. Another approach to the paint is to incorporate a coated metal flake. In this
way the selective effect is created as a distributed tandem, with each particle serving as an individual tan-
dem absarber ; recent research has documented this effect38. A third approach is to use an intrinsic absorber
material such as 2rB, and disperse it in a low-absorbing binder. The final solution relies on development of
both the intrinsic absorber and binder. A few properties of selective absorber paints are detailed in Table
4. . .

Table 4. Selective Absorber Paints

All data taken from manufacturers' product literature or research reports;
accuracy or completeness has not been verified.

Type Highest fﬁerating AglT), B (T) Ref.
Temp. in Air
Soot/polyurethane alkyd »70-100° 0.90, 0.30 {100°c) [:31
Thurmalox 537°¢ 0.96, 0.52 (84°C) 2
Silicone~based
Solkote-Hi/Sorb 880°¢ 0.95, 0.44 2
Fe,Mn,Cu oxides 200%¢ 0.9,0.31 {(100°C) as

+ silicone

Fe, Mn,Cu oxides 200°¢ 0.9, 0.31(100°%) 38
+ silicone epoxy

Fe, Mn,Cu oxides +* >600°C 0.91-0.93, 0.8-0.1(20°C) 38
/Al f£lake and silicone

*Thickness~insensitive
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